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Robust II is used in power grid of 40.5 kV and below 
three-phase alternating current 50 or 60 Hz, accepting and 
distributing electrical power, along with function of 
controlling, metering and detecting electric circuit It is also 
available for use in single bus section system.

The withdrawable unit can be fitted with the widest range of 
apparatus available on the market today like vacuum circuit 
breaker.



• A new ground interlock featuring small operating 
force, long life, great stability, and convenient and 
e�icient assembly, commissioning and 
maintenance .

• An adaptive limit switch device, which adapts to 
the fit clearances in the front, rear, le� and right 
directions, with an application range of ± 5mm .
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• A new secondary interlock, which is adapted 
to a 510-610mm hardcart travel, and whose 
58-pin and 46-pin aviation plugs can be 
basically universal to all mechanisms .

• While remaining the same its original size, it has 
its internal layout reasonably adjusted, allowing 
its copper bus bar in the busbar chamber to 
have a clearance ≥300mm other than the 
phase-to-phase clearance.
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• While remaining the same its 
original size , it has it's internal 
layout reasonably adjusted, 
allowing it's tie-Busbars to have an 
air clearance ≥300mm other than 
the phase-tophase clearance.
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• The handcart base employs a track 
structure and makes use of special 
welding fixture, delivering 
reinforcement and steadiness .

• The secondary line is laid in the 
full-metal-protected secondary line 
trunking, which can e�ectively 
prevent arcs burning the secondary 
line in case of failure in the 
enclosure. Signals can be correctly 
transmitted through the secondary 
line to the comprehensive protection 
controls system to realize fast fault 
-clearing, mitigating the damage 
inflicted by failure on electric 
equipment and improving the 
stability of electric systems.
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Technical Parameters
Robust II

Cabinet type Width W (mm) Depth D (mm) Height H (mm)

KYN61-40.5(II)

KYN61C-40.5(II)

Note: *Rated current ≤1250A
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1200* / 1400

1200

2800, 3000

2800, 2600

2000

2400

Enclosure Dimensions

S/N Name Unit Value

1

2

3

4

5

Note: These conditions given in the table are normal service conditions. The conditions going beyond these values are special service conditions.
These service conditions can be modified according to the actual conditions of a project.

Ambient air temperature — Maximum temperature

Ambient air temperature — Minimum temperature

Maximum daily temperature di�erence

Altitude

Pollution level

Relative Humidity — Average daily relative humidity

Relative Humidity — Average monthly relative humidity

Seismic capacity (horizontal acceleration)

°C

°C

K

m

—

%

%

g

+40

-15

25

≤1000

III (equivalent to C)

≤95

≤90

0.2

Service Conditions

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

Note: If the rated current ≥3150A, air cooling should be adopted.

Rated voltage

Rated frequency

Rated current

Temperature rise test

Rated power-frequency withstand voltage (1 min)

Rated lightning impulse withstand voltage (peak)

Rated short-circuit breaking current

Rated short-circuit making current

Withstand current and duration

Rated peak withstand current

Short-duration power-frequency withstand voltage of auxiliary and control circuits

Degree of protection — Enclosure

Degree of protection — Compartment

Loss of service continuity category

Cooling mode

Allowable internal arc duration

Technical Parameters

S/N Name Unit Value

kV

Hz

A

—

kV

kV

kA

kA

kA/s

kA

kV

—

—

—

—

s

40.5

50/60

≤3150

lr

95

185

31.5

80

31.5/3

80

2

IP4X

IP2X

LSC2B

Self-cooling*

1
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